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1. Downloaden and install the Eurom Smart App 

 

 

  Using your Smartphone, scan the QR code below or search for Eurom Smart in 

App store of Google Play and follow the download instructions. 

 

 

 

 The Eurom Smart App is added to your smartphone. 

 

2. Registrering the Eurom Smart App  

 

 

1. Open the App and select “Register”. 

 

 

 

 

 

 

 

 

 

 

 

 



2. Read the Privacy Policy and make your choice. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

3. Choose registration by e-mail. 

  

 
 

 

 

 



4. Enter your e-mail address and select ‘Get 

Verification Code'. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

5.  You will receive per e-mail the Verification Code. Enter this Verification code and 

a password that you have formulated yourself within 60 seconds and select 

‘Done’ to confirm your registration. 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



6.  The registration is complete. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

3. Connecting a Eurom device with the Eurom Smart App in normal mode 

 

Make sure that the smartphone with which you want to operate your device is 

connected to the same WiFi modem that provides access to the device. 

 

1. Select “+” or “Add Device”  

 

 

 

 

 

 

 

 

 

 



2. Kies “Your Eurom device”. 

 

 

 

 

 

 

 

 

 

 

 

 

 

3. Check whether the WiFi indication lamp on your 

Eurom device flashes and select “Confirm Wifi 

indicator rapidly blinks”. 

 

 

 

 

 

 

 

 

 

 

For more information about fast and slow blinking of the WiFi indication lamp, 

resetting, and switching ON/OFF of the WiFi connection, read the instruction 

manual of your Eurom device or see out website www.eurom.nl/nl/manuals.  

 



4. Enter the WiFi password and select “Confirm’. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

5. A connection is being created between the Eurom 

   Smart App and the Eurom device. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

If you do not succeed in making the connection, reset the WiFi connection on the 

device, switch off the device, switch on and try again.  



6. Select “ Done” when the connection has been 

completed. Your Eurom device can now be 

operated with the Eurom Smart App. 

 

   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

4. Eurom device for connecting to the Eurom Smart App in the AP mode 

 

1. Set the device to the AP mode (WiFi lamp will flash slowly on the device) 

 For more information about fast and slow blinking of the WiFi indication lamp, 

read the instruction manual of your Eurom device or see out website 

www.eurom.nl/nl/manuals. On this website, you will find instructions on how to 

set the EUROM device to the AP mode for all Eurom devices.  

 

 

2. Select in the Eurom Smart App: Add Device.  

 

 

 

 

 

 

 

 

 

 

http://www.eurom.nl/nl/manuals


3. Select: Your Eurom Device.  

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

4. Select at the top right corner of the acreen: 

Other Mode. 

 

   

 

 

 

 

 

 



5. Select: AP Mode 

. 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

6.  Select: Confirm WiFi in … tor slowly blink. 

  

 

 

 

 

 

 

 

  

 



7. Enter the WiFi password and select: Confirm. 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

8. Select: Reconnect. 

 

  

 

 

 

 

 

 

 

 



 

9. When the screen below appears, select: Wifi,  

otherwise skip to 10. 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

10. Select Smartlife-XXX.  

  

 

 

 

 

 

 

 

 



11. Select at the left-hand top in the screen: Eurom 

      Smart. 

. 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

12. Connecting has started. 

  

 

 

 

 

 

 

 

 

 



 

 

13 Select Done and the connection is completed.
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5. Eurom WiFi devices, how to reset, how to switch off the WiFi, how to set 

the device in the AP mode. 

 

Model name: Eurom E-Convect WiFi 

Article numbers: 351552, 351569 

 

- Switch to fast/slow blinking WiFi indication lamp 

(Fast blinking is the normal mode; slow blinking is the AP mode.) 

 Press 5 seconds on the M button. 

- WiFi reset 

 Press 5 seconds on the M button. For example, in order to disconnect a Eurom 

device from an existing connection to a certain smartphone and to reconnect it 

to another smartphone. Or if the modem is replaced. 

- Switching the WiFi ON/OFF 

 Press 5 seconds on the ON/OFF button. The WiFi lamp will dim. To switch on the 

WIFI function again, press once again 5 seconds on the lON/OFF button and the 

WiFi lamp will start blinking. 

 

 

 

 

 

 

 

 



Model name:  Eurom Mon Soleil WiFi 

Article numbers:  361612, 361629, 361636, 361643, 361650, 361667, 

 361698, 361704, 361711, 361728, 361735, 361742 

 

- Switch to fast/slow blinking WiFi indication lamp 

(Fast blinking is the normal mode; slow blinking is the AP mode.) 

 The heater must be switched on but it should not heat. Therefore, no heat 

symbol on the screen of the heater. (Do this, for example, by using the ‘-‘ button 

to set temperature lower than the ambient temperature.) 

 Press 3 seconds on the M button. 

- WiFi reset 

 The heater must be switched on but it should not heat. Therefore, no heat 

symbol on the screen of the heater. (Do this, for example, by using the ‘-‘ button 

to set temperature lower than the ambient temperature.) Press 3 seconds on the 

M button. For example, in order to disconnect a Eurom device from an existing 

connection to a certain smartphone and to reconnect it to another smartphone. 

 Or if the modem is replaced. 

- Switching the WiFi ON/OFF 

 The heater must be switched on but it should not heat. Therefore, no heat 

symbol on the screen of the heater. (Do this, for example, by using the ‘-‘ button 

to set temperature lower than the ambient temperature.) Press 3 seconds on the 

ON/OFF button to toggle between WiFi ON and WiFi OFF. WiFi symbol flashes on 

the screen: WiFi connection is on. No WiFi symbol on the screen: WiFi 

connection is off. 

 

Model name: Eurom Mon Soleil DSP WiFi  

Article numbers: 361896, 361902, 361919, 361926, 361933, 361940 

 

- Switch to fast/slow blinking WiFi indication lamp 

(Fast blinking is the normal mode; slow blinking is the AP mode.)  

 Press 3 seconds on the M button. 

- WiFi reset 

 Press 3 seconds on the M button. For example, in order to disconnect a Eurom 

device from an existing connection to a certain smartphone and to reconnect it 

to another smartphone. Or if the modem is replaced. 

- Switching the WiFi ON/OFF 

 Press 3 seconds on the ON/OFF button to toggle between WiFi ON and WiFi OFF. 

WiFi symbol flashes on the screen: WiFi connection is on. No WiFi symbol on the 

screen: WiFi connection is off. 

 

 

 

 

 

 

 

 



Model name: Eurom Mon Soleil Ceiling WiFi 

Article numbers: 361834, 361841, 361858, 361865, 361872, 361889 

 

- Switch to fast/slow blinking WiFi indication lamp 

(Fast blinking is the normal mode; slow blinking is the AP mode.) 

 Press 3 seconds on the WiFi button of the Smart plug. 

- WiFi reset 

 Press 3 seconds on the WiFi button of the Smart plug. For example, in order to 

disconnect a Eurom device from an existing connection to a certain smartphone 

and to reconnect it to another smartphone. Or if the modem is replaced. 

- Switching the WiFi ON/OFF 

 Press 10 seconds on the ‘-‘ button of the Smart plug. 

 

Model name: Eurom Alutherm WiFi (Verre / XS / Baseboard) 

Article numbers: 360714, 360721, 360745, 360752, 360776, 360783, 

360790, 360813, 360820, 360837, 360844, 360851, 

360868, 360912, 360929, 360936, 360943, 360950, 

360967, 361032, 361049 

 

- Switch to fast/slow blinking WiFi indication lamp 

(Fast blinking is the normal mode; slow blinking is the AP mode.) 

 Press 3 seconds on the M button. 

- WiFi reset 

 Press 3 seconds on the M button. For example, in order to disconnect a Eurom 

device from an existing connection to a certain smartphone and to reconnect it 

to another smartphone. Or if the modem is replaced. 

- Switching the WiFi ON/OFF 

 Press 3 seconds on the ON/OFF button to toggle between WiFi ON and WiFi OFF. 

WiFi symbol flashes on the screen: WiFi connection is on. No WiFi symbol on the 

screen: WiFi connection is off. 

 

Model name: Eurom Wall Designheat 2000 WiFi 

Article numbers: 342178, 342185 

 

- Switch to fast/slow blinking WiFi indication lamp 

(Fast blinking is the normal mode; slow blinking is the AP mode.) 

 Press 3 seconds on the WiFi button of the heater. 

- WiFi reset 

 Press 3 seconds on the WiFi button of the heater. For example, in order to 

disconnect a Eurom device from an existing connection to a certain smartphone 

and to reconnect it to another smartphone. Or if the modem is replaced. 

- Switching the WiFi ON/OFF 

 Press 3 seconds on the Mode button to toggle the heater between WiFi ON and 

WiFi OFF. WiFi symbol flashes on the screen: WiFi connection is on. No WiFi 

symbol on the screen: WiFi connection is off. 

 

 



Model name: Eurom Sani Wall Heat 2000 WiFi 

Article number: 343007 

 

- Switch to fast/slow blinking WiFi indication lamp 

(Fast blinking is the normal mode; slow blinking is the AP mode.) 

 Press 3 seconds on the WiFi button of the heater. 

- WiFi reset 

 Press 3 seconds on the WiFi button of the heater. For example, in order to 

disconnect a Eurom device from an existing connection to a certain smartphone 

and to reconnect it to another smartphone. Or if the modem is replaced. 

- Switching the WiFi ON/OFF 

 Press 3 seconds on the Mode button to toggle the heater between WiFi ON and 

WiFi OFF. WiFi symbol flashes on the screen: WiFi connection is on. No WiFi 

symbol on the screen: WiFi connection is off. 

 

Model name: Eurom Sani 400 WiFi 

Article numbers: 350067, 350098 

 

- Switch to fast/slow blinking WiFi indication lamp 

(Fast blinking is the normal mode; slow blinking is the AP mode.) 

 Press 5 seconds on the Timer button. 

- WiFi reset 

 Press 5 seconds on the Timer button. For example, in order to disconnect a 

Eurom device from an existing connection to a certain smartphone and to 

reconnect it to another smartphone. Or if the modem is replaced. 

- Switching the WiFi ON/OFF 

 Press 10 seconds on the ‘-‘ button. 

 

Model name: Eurom RAD 2000 Oil free WiFi 

Article numbers: 363913, 363920 

 

- Switch to fast/slow blinking WiFi indication lamp 

(Fast blinking is the normal mode; slow blinking is the AP mode.) 

 Press 3 seconds on the WiFi button. 

- WiFi reset 

 Press 3 seconds on the WiFi button. For example, in order to disconnect a Eurom 

device from an existing connection to a certain smartphone and to reconnect it 

to another smartphone. Or if the modem is replaced. 

- Switching the WiFi ON/OFF 

 Press 3 seconds simultaneously on the WiFi button and the Mode button. 

 

 

 

 

 

 

 



Model name: Eurom Hot Shot 2000 WiFi 

Article numbers: 342741, 342748 

 

- Switch to fast/slow blinking WiFi indication lamp 

(Fast blinking is the normal mode; slow blinking is the AP mode.) 

 Press 8 seconds on the ON/OFF button of the heater. 

- WiFi reset 

 Press 8 seconds on the ON/OFF button of the heater. For example, in order to 

disconnect a Eurom device from an existing connection to a certain smartphone 

and to reconnect it to another smartphone. Or if the modem is replaced. 

- Switching the WiFi ON/OFF 

 Press 3 seconds simultaneously on the ‘+’ button and the Pivot (Dutch: 

Zwenken) button. 

 

Model name: Eurom Hi-Tower 2200 WiFi 

Article numbers: 342765, 342748 

 

- Switch to fast/slow blinking WiFi indication lamp 

(Fast blinking is the normal mode; slow blinking is the AP mode.) 

 Press 3 seconds on the WiFi button of the heater. 

- WiFi reset 

 Press 3 seconds on the WiFi button of the heater. For example, in order to 

disconnect a Eurom device from an existing connection to a certain smartphone 

and to reconnect it to another smartphone. Or if the modem is replaced. 

- Switching the WiFi ON/OFF 

 Press 3 seconds simultaneously on the WiFi button and the ‘-‘ button. 

 

Model name: Eurom Oasis 303 WiFi 

Article number: 374995 

 

- Switch to fast/slow blinking WiFi indication lamp 

(Fast blinking is the normal mode; slow blinking is the AP mode.) 

 Press 3 seconds on the ATO button of the humidifier. 

- WiFi reset 

 Press 3 seconds on the ATO button of the humidifier. For example, in order to 

disconnect a Eurom device from an existing connection to a certain smartphone 

and to reconnect it to another smartphone. Or if the modem is replaced. 

- Switching the WiFi ON/OFF 

 Press 3 seconds simultaneously on the ON/OFF button and the Ventilation 

button. 

 

 

 

 

 

 

 



Model name: Eurom Dry Best 30/40 WiFi  

Article numbers: 371086, 371109 

 

- Switch to fast/slow blinking WiFi indication lamp 

(Fast blinking is the normal mode; slow blinking is the AP mode.) 

 Press 5 seconds on the WiFi button of the humidifier. 

- WiFi reset 

 Press 5 seconds on the WiFi button of the humidifier. 

 For example, in order to disconnect a Eurom device from an existing connection 

to a certain smartphone and to reconnect it to another smartphone. Or if the 

modem is replaced. 

- Switching the WiFi ON/OFF 

 This function is not available on this device. 

 


